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FIG. 6C
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FIG. 14
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FIG. 16
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1
METHOD AND APPARATUS FOR
ALLOCATION OF DISCONTINUOUS UPLINK
RESOURCE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a Continuation of co-pending applica-
tion Ser. No. 13/577,623 filed on Aug. 7, 2012, which is the
national phase of PCT International Application No. PCT/
KR2011/003792 filed on May 24, 2011, and which claims
priority to U.S. Provisional Application No. 61/347,794 filed
May 24, 2010. The entire contents of all of the above appli-
cations are hereby incorporated by reference. The present
application relates to U.S. patent application Ser. No. 14/051,
280, which is a Continuation of U.S. patent application Ser.
No. 13/577,623.

TECHNICAL FIELD

The present invention relates to a wireless communication
system, and more particularly, to a method for discontinuous
uplink resource allocation and an apparatus for the same.

BACKGROUND ART

A wireless communication system has been widely devel-
oped to provide various kinds of communication services
such as voice and data. Generally, the wireless communica-
tion system is a multiple access system that can support
communication with multiple users by sharing available sys-
tem resources (bandwidth, transmission power, etc.).
Examples of the multiple access system include a code divi-
sion multiple access (CDMA) system, a frequency division
multiple access (FDMA) system, a time division multiple
access (TDMA) system, an orthogonal frequency division
multiple access (OFDMA) system, and a single carrier fre-
quency division multiple access (SC-FDMA) system.

DISCLOSURE
Technical Problem

An object of the present invention devised to solve the
conventional problem is to provide a method for efficiently
allocating resources in a wireless communication system and
an apparatus for the same.

Another object of the present invention is to provide a
method for discontinuous resource allocation for uplink sig-
nal transmission and an apparatus for the same.

It will be appreciated by persons skilled in the art that the
objects that could be achieved with the present invention are
not limited to what has been particularly described herein-
above and the above and other objects that the present inven-
tion could achieve will be more clearly understood from the
following detailed description.

Technical Solution

In one aspect of the present invention, a method for trans-
mitting an uplink signal in a wireless communication system
comprises the steps of receiving a control channel signal
including resource allocation information; and transmitting
the uplink signal in accordance with the control channel sig-
nal, wherein the resource allocation information includes a
combinatorial index r used to indicate two resource block
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2

sets, each of which includes one or more continuous resource
block groups (RBGs), and the combinatorial index r is given
by the following Equation:

Equation

where, M' is 4,

N is the number of RBGs+1,

spand s, correspond to a starting RBG index and an ending
RBG index of the first resource block set,

s, and s, correspond to a starting RBG index and an ending
index of the second resource block set,

represents

xx—-1) ... x—y+1)
yy-1...1

In another aspect of the present invention, a communica-
tion apparatus used in a wireless communication system com-
prises a radio frequency (RF) unit; and a processor, wherein
the processor is configured to receive a control channel signal
including resource allocation information and transmit the
uplink signal in accordance with the control channel signal,
and the resource allocation information includes a combina-
torial index rused to indicate two resource block sets, each of
which includes one or more continuous resource block
groups (RBGs), the combinatorial index r being given by the
following Equation:

Equation

where, M' is 4,

N is the number of RBGs+1,

spand s, correspond to a starting RBG index and an ending
RBG index of the first resource block set,

s, and s correspond to a starting RBG index and an ending
index of the second resource block set,
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represents

xx—-1) ... x—y+1)
yy-1...1

Preferably, the starting RBG index and the ending RBG
index of the first resource block set are s, and s,-1, respec-
tively, and the starting RBG index and the ending RBG index
of'the second resource block set are s, and s;—1, respectively.

Preferably, {S,},_,*" satisfies 1=s,<N and S,<S,, ,.

Preferably, the N is given by the following Equation:

[NgpPZ/P1+1 Equation

where, N ;%" represents the number of resource blocks of

an uplink band,

P represents the number of resource blocks constituting an

RBG, and

[ ] represents a ceiling function.

Preferably, the control channel signal is a physical down-
link control channel (PDCCH) signal, and the uplink signal is
a physical uplink shared channel (PUSCH) signal.

In still another aspect of the present invention, a method for
transmitting an uplink signal in a wireless communication
system comprises the steps of receiving a control channel
signal including resource allocation information; and trans-
mitting the uplink signal in accordance with the control chan-
nel signal, wherein the resource allocation information
includes a combinatorial index corresponding to two or more
resource index pairs selected from a plurality of resource
indexes, and each of the resource index pairs corresponds to a
starting resource index and an ending resource index of
resource sets continuously allocated.

In further still another aspect of the present invention, a
communication apparatus used in a wireless communication
system comprises a radio frequency (RF) unit; and a proces-
sor, wherein the processor is configured to receive a control
channel signal including resource allocation information and
transmit the uplink signal in accordance with the control
channel signal, and the resource allocation information
includes a combinatorial index corresponding to two or more
resource index pairs selected from a plurality of resource
indexes, and each of the resource index pairs corresponds to a
starting resource index and an ending resource index of
resource sets continuously allocated.

Preferably, each of the resource index pairs includes a first
resource index and a second resource index, the first resource
index representing the starting resource index, and the second
resource index representing the ending resource index +1.

Preferably, the plurality of resource indexes include one
virtual resource index.

Preferably, the last resource index of the plurality of
resource indexes is a virtual resource index.

Preferably, the control channel signal is a physical down-
link control channel (PDCCH) signal, and the uplink signal is
a physical uplink shared channel (PUSCH) signal.

Advantageous Effects

According to the present invention, resources can be allo-
cated efficiently in a wireless communication system. Spe-
cifically, discontinuous resource allocation for uplink trans-
mission can be performed efficiently.

It will be appreciated by persons skilled in the art that that
the effects that could be achieved with the present invention
are not limited to what has been particularly described here-
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inabove and other advantages of the present invention will be
more clearly understood from the following detailed descrip-
tion.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are included to pro-
vide a further understanding of the invention and are incor-
porated in and constitute a part of this application, illustrate
embodiment(s) of the invention and together with the descrip-
tion serve to explain the principle of the invention. In the
drawings:

FIG. 1is a diagram illustrating a structure of a radio frame
in a 3GPP system;

FIG. 2 is a diagram illustrating a resource grid of a down-
link slot;

FIG. 3 is a diagram illustrating a structure of a downlink
subframe;

FIG. 4 is a diagram illustrating a structure of an uplink
subframe;

FIG. 5 is a diagram illustrating mapping of a virtual
resource block (VRB) into a physical resource block (PRB);

FIG. 6A to FIG. 6C are diagrams illustrating resource
allocation types 0 to 2 of the existing LTE system;

FIG. 7A and FIG. 7B are diagrams illustrating discrete
fourier transform spread orthogonal frequency division mul-
tiple access (DFT-s-OFDMA) transmitter/receiver;

FIG. 8 is a diagram illustrating localized DFT-s-OFDMA
resource mapping;

FIG. 9 is a diagram illustrating clustered DFT-s-OFDMA
resource mapping;

FIG. 10 is a diagram illustrating RBG grouping;

FIG. 11 to FIG. 13B are diagrams illustrating a method for
discontinuous uplink resource allocation according to the
embodiment of the present invention;

FIG. 14 and FIG. 15 are diagrams illustrating uplink trans-
mission according to the embodiment of the present inven-
tion; and

FIG. 16 is a diagram illustrating a base station and a user
equipment, which can be applied to one embodiment of the
present invention.

BEST MODE FOR CARRYING OUT THE
INVENTION

Hereinafter, structures, operations, and other features of
the present invention will be understood readily by the pre-
ferred embodiments of the present invention, examples of
which are illustrated in the accompanying drawings. The
embodiments of the present invention may be used for various
wireless access technologies such as CDMA (code division
multiple access), FDMA (frequency division multiple
access), TDMA (time division multiple access), OFDMA
(orthogonal frequency division multiple access), and SC-
FDMA (single carrier frequency division multiple access).
The CDMA may be implemented by the radio technology
such as UTRA (universal terrestrial radio access) or
CDMA2000. The TDMA may be implemented by the radio
technology such as global system for mobile communications
(GSM)/general packet radio service (GPRS)/enhanced data
rates for GSM evolution (EDGE). The OFDMA may be
implemented by the radio technology such as IEEE 802.11
(Wi-Fi), IEEE 802.16 (WiMAX), IEEE 802.20, and evolved
UTRA (E-UTRA). The UTRA is a part of a universal mobile
telecommunications system (UMTS). A 3"/ generation part-
nership project long term evolution (3GPP LTE) communi-
cation system is a part of an evolved UMTS (E-UMTS) that
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uses E-UTRA, and adopts OFDMA in a downlink and SC-
FDMA in an uplink. LTE-advanced (LTE-A) is an evolved
version of the 3GPP LTE.

The following embodiments will be described based on
that technical features of the present invention are applied to
the 3GPP LTE/LTE-A. However, it is to be understood that
the 3GPP system is only exemplary and the technical spirits
of'the present invention are not limited to the 3GPP LTE/LTE-
A. Also, specific terminologies used hereinafter are provided
to assist understanding of the present invention, and various
modifications may be made in the specific terminologies
within the range that does not depart from the technical spirits
of the present invention.

FIG. 1 is a diagram illustrating a structure of a radio frame.

Referring to FIG. 1, the radio frame includes ten (10)
subframes, each of which includes two slots in a time domain.
The time required to transmit the subframes will be referred to
as a transmission time interval (TTI). For example, one sub-
frame has a length of 1 ms, and one slot has a length of 0.5 ms.
The slot includes a plurality of OFDM symbols or SC-FDMA
symbols in a time region. Since the 3GPP LTE uses OFDMA
in a downlink and uses SC-FDMA in an uplink, OFDM or
SC-FDMA symbols represent one symbol interval. A
resource block (RB)is aresource allocation unit, and includes
a plurality of continuous subcarriers in one slot. The afore-
mentioned structure of the radio frame is only exemplary, and
various modifications may be made in the number of sub-
frames included in the radio frame, the number of slots
included in the subframe, or the number of symbols included
in the slot.

FIG. 2 is a diagram illustrating a resource grid of a down-
link slot.

Referring to FIG. 2, the downlink slot includes a plurality
of OFDM symbols in a time region. One downlink slot
includes seven (six) OFDM symbols, and a resource block
includes twelve subcarriers in a frequency domain. Each ele-
ment on the resource grid will be referred to as a resource
element (RE). One resource block (RB) includes 12x7(6)
resource elements. The number N;”* of resource blocks
(RBs) included in the downlink slot depends on a downlink
transmission bandwidth. A structure of uplink slot is the same
as that of the downlink slot except that OFDM symbols are
replaced with SC-FDMA symbols and Nz2" is replaced
with N, %%,

FIG. 3 is a diagram illustrating a structure of a downlink
subframe.

Referring to FIG. 3, maximum three (four) OFDM sym-
bols located at the front of the first slot of the subframe
correspond to a control region to which a control channel is
allocated. The other OFDM symbols correspond to a data
region to which a physical downlink shared channel (PD-
SCH) is allocated. Examples of the downlink control channel
used in the 3GPP LTE include PCFICH (Physical Control
Format Indicator CHannel), PDCCH (Physical Downlink
Control CHannel), and PHICH (Physical Hybrid ARQ Indi-
cator CHannel). The PCFICH is transmitted from the first
OFDM symbol of the subframe, and carries information on
the number of OFDM symbols used for transmission of the
control channel within the subframe. The PHICH carries
HARQ ACK/NACK (acknowledgement/negative-acknowl-
edgement) in response to uplink transmission.
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The control information transmitted through the PDCCH
will be referred to as a downlink control information (DCI).
The DCI includes resource allocation information for a user
equipment or user equipment group and other control infor-
mation. For example, the DCI includes uplink/downlink
scheduling information, uplink transmission (Tx) power con-
trol command, etc.

The PDCCH carries transport format and resource alloca-
tion information of a downlink shared channel (DL-SCH),
transport format and resource allocation information of an
uplink shared channel (UL-SCH), paging information on a
paging channel (PCH), system information on the DL-SCH,
resource allocation information of upper layer control mes-
sage such as random access response transmitted on the
PDSCH, a set of transmission power control commands of
individual user equipments (UEs) within a user equipment
group, a transmission power control command, and activity
indication information of voice over Internet protocol (VoIP).
A plurality of PDCCHs may be transmitted within the control
region. The user equipment may monitor the plurality of
PDCCHs. The PDCCH is transmitted on aggregation of one
or a plurality of continuous control channel elements (CCEs).
The CCE is a logic allocation unit used to provide a coding
rate based on the status of a radio channel to the PDCCH. The
CCE corresponds to a plurality of resource element groups
(REGS). The format of the PDCCH and the number of bits of
the PDCCH are determined depending on the number of
CCEs. A base station determines a PDCCH format depending
on the DCI to be transmitted to the user equipment, and
attaches cyclic redundancy check (CRC) to the control infor-
mation. The CRC is masked (or scrambled) with an identifier
(for example, radio network temporary identifier (RNTI))
depending on usage of the PDCCH or user of the PDCCH. If
the PDCCH is for a specific user equipment, an identifier (for
example, cell-RNTI (C-RNTI)) of the corresponding user
equipment may be masked with the CRC. Ifthe PDCCH is for
a paging message, a paging identifier (for example, Paging-
RNTI (P-RNTI)) may be masked with the CRC. If the
PDCCH is for system information (in more detail, system
information block (SIB)), system information RNTI (SI-
RNTI) may be masked with the CRC. If the PDCCH is for a
random access response, a random access RNTI (RA-RNTI)
may be masked with the CRC. For example, CRC masking
(or scrambling) includes XOR operation of CRC and RNTT at
a bit level.

FIG. 4 is a diagram illustrating a structure of an uplink
subframe.

Referring to FIG. 4, the uplink subframe includes a plural-
ity of slots (for example, two). Each slot may include a plu-
rality of SC-FDMA symbols, wherein the number of SC-
FDMA symbols included in each slot is varied depending on
acyclic prefix (CP) length. For example, in case of normal CP,
the slot may include SC-FDMA symbols. The uplink sub-
frame is divided into a data region and a control region in a
frequency domain. The data region includes a PUSCH, and is
used to transmit a data signal such as voice. The control
region includes a PUCCH, and is used to transmit control
information. The PUCCH includes RB pair (for example,
m=0, 1, 2, 3) located at both ends of the data region on a
frequency axis, and performs hopping on the border of the
slots. The control information includes HARQ ACKNACK,
channel quality information (CQI), a precoding matrix indi-
cator (PMI), rank indication (RI), etc.
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Hereinafter, resource block mapping will be described.
Physical resource blocks (PRBs) and virtual resource blocks
(VRBs) are defined. The physical resource blocks are as
illustrated in FIG. 2. In other words, the physical resource
blocks are defined by N,,,,,”* continuous OFDM symbols
and in a time domain and N, continuous subcarriers in a
time domain. The physical resource blocks are given by num-
bers 0~N,;”"~1 in the frequency domain. The relation
between the physical resource block number npz; and
resource elements (k,1) of the slot is expressed by the follow-
ing Equation 1.

k [Equation 1]
nprp = {WJ

Inthis case, k is a subcarrier index, and N__*Z represents the
number of subcarriers included in one resource block.

The virtual resource blocks have the same size as that of the
physical resource blocks. Localized type virtual resource
blocks (LVRB) and distributed type virtual resource blocks
(DVRB) are defined. A pair of resource blocks are allocated to
two slots of the subframe by a single virtual resource block
number 1n,,5 regardless of the type of the virtual resource
block.

FIG. 5 is a diagram illustrating mapping of a virtual
resource block (VRB) into a physical resource block (PRB).

Referring to FIG. 5, since the LVRB is directly mapped
into the PRB, a virtual resource block number n,z corre-
sponds to the physical resource block number nPRB
(Mprp Dy B) The VRBs are given by numbers 0~N, ;2F~1,
and Nz "=Nz7%. On the other hand, the DVRB is mapped
into the PRB through interleaving. In more detail, the DVRB
may be mapped into the PRB as expressed by Table 1 below.
Table 1 illustrates RB gap values.

TABLE 1

Gap (N__)

System BW (Ngz"") 1¥gap (Nggp1) 29 gap (Ngp2)

6-10 [Ngz2%2]

11 4
12-19 8
20-26 12

N/A
N/A
N/A
N/A
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TABLE 1-continued
Gap (N_.)
System BW (Ngz"") 19gap Nggp) 29 gap (Ngp2)
27-44 18 N/A
45-49 27 N/A
50-63 27 9
64-79 32 16
80-110 48 16

In Table 1, N, represents a frequency interval (for
example, PRB unit) when the VRBs of the same number are
mapped into the PRBS of'the first slot and the second slot. In
case of 6=N,;”*<49, only one - gap value is defined
(N,.,7N,,1)- In case of 50=Ng, <l 10, two gap values
(Ngop 1 an(fN gap,2) aredefined. N 19N =N o is
51gnaled through downlink schedulpng ffie DVRBs are given
by numbers are 0 N, o520 -1, are
N L=2. mln( PN, ) forN,,

PL=IN E/ZN N~
VRB,gap2 RB gap gap
Also, min(A,B) represents the smaﬁer Value of A and

N VRB

VRBﬁzpl gap?® Ngap 1 an

VRB
Ngap 2°
B.
2 VRB numbers constitute a unit for
VRB number 1nter1eaV1ng In case of N, Ngap 1s
Nyps"=Nyzs™", and in  case of N a2
Nz 5 F=2N___. VRB number interleaving of each 1nterfeav-
ing unit may%e performed using four columns and N, rows.
N,..,.=[N, 5" /(4P)]P is obtained, wherein P represents a
size of a resource block group (RBG) The RBG is defined by
P continuous resource blocks. The VRB numbers are written
in a matrix in a row-by-row format, and read out in a column-
by-column format. N,,,,, nulls are inserted into the lastN, /2
rows of the second and fourth columns, and N,,,,~4N,,,
Ny zs2F. The null values are disregarded during readlng
Hereinafter, a resource allocation scheme defined in the
existing LTE will be described. In the LTE, frequency
resource allocation may be indicated per subframe through
the PDCCH. The physical RB (PRB) of the first half (i.e., the
first slot) of the subframe is paired with that of the second half
(i.e., the second slot) of the subframe during resource alloca-
tion, wherein the PRBs have the same frequency. In this
specification, in view of the first half of the subframe, the
resource allocation scheme will be described. In the existing
LTE, various methods are used for resource allocation as
illustrated in Table 2 and Table 3. Table 2 illustrates a down-
link (DL) resource allocation method, and Table 3 illustrates
an uplink (UL) resource allocation method.

The continuous N, .7

TABLE 2

DL RA Method

Description

The number of required bits

Type O: bitmap

Type 1: bitmap

Type 2: continuous

allocation

Bitmap indicates RBG. RBG size depends on  [Ng,2L/P]

a system band.

Bitmap separately indicates RB within RBG

[NpsL/P]

subsets. The number of subsets depends on

system band. The number of bits is set

equally to the case of the type 0.

Accordingly, the same DCI format is used

to carry information of type O or type 1.

A start location of resource blocks and the

[lng(NRBDL(NRBDL +1)2)]

number of continuous resource blocks are

indicated.
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TABLE 3

UL RA

Method Description The number of required bits
Continuous A start location of resource  [log,(Nep(Ngz%E +1)/2)] 5
allocation blocks and the number of

continuous resource blocks
are indicated.

In this case, Nz~ represents a downlink bandwidth
expressed by a multiple of N_*%. In other words, N2~
represents a downlink bandwidth in a unit of RB. Similarly,
N,.z7* represents an uplink bandwidth expressed by a mul-
tiple of N_®Z. In other words, N,;“* represents an uplink
bandwidth in a unit of RB. P represents the number of RBs
constituting RBG.

FIG. 6A to FIG. 6C are diagrams illustrating control infor-
mation formats for resource allocation types 0 to 2 of the
existing LTE system and resource allocation examples based
on the control information formats.

The user equipment interprets a resource allocation field
based on the detected PDCCH DCI formats. The resource
allocation field within each PDCCH includes a resource allo-
cation header field and two parts of actual resource block
allocation information. The PDCCH DCI formats 1, 2 and 2A
for resource allocation of the types 0 and 1 have the same
format, and are divided from one another through a single bit
resource allocation header field existing depending on a
downlink system band. In more detail, the resource allocation
of'the type 0 is indicated by 0, and the resource allocation of
the type 1is indicated by 1. The PDCCH DCI formats 1, 2 and
2A are used for the resource allocation of the type 1, whereas
the PDCCH DCI formats 1A, 1B, 1C and 1D are used for the
resource allocation of the type 2. The PDCCH DCI format
having the resource allocation of the type 2 does not have a
resource allocation header field.

20

25
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Also, mod represents modulo operation, [ | represents a ceil-
ing function, and | | represents a flooring function. The size of
the bitmap is Nz, and each bit corresponds to one RBG. All
the RBGs are indexed by 0~Ny -1 in a frequency direction,
and RBG 0~RBG Nz -1 are mapped from the most signifi-
cant bit (MSB) of the bitmap into the least significant bit
(LSB).

Referring to FIG. 6B, in the resource allocation of the type
1, Nz sized resource block allocation information indicates
resources within the RBG subset in a unit of PRB for the
scheduled user equipment. The RBG subset p (0=p<P) starts
from RBG p and is configured by the Pth RBG. The resource
block allocation information includes three fields. The first
field includes [ log,(P)] bits, and indicates RBG subset
selected from P RBG subsets. The second field includes 1 bit,
and indicates shift of resource allocation span within the
subset. If a bit value is 1, shift is triggered. If the bit value is
not 1, shift is not triggered. The third field includes a bitmap,
and each bit indicates one PRB within the selected RBG set.
A bitmap part used to indicate the PRB within the selected
RBG subset has a size of Nyz7"%%!, and is defined as
expressed by the Equation 2 below.

NRBZYPEIZ[NRBDL/P]_[ log,(P)]1 [Equation 2]

An addressable PRB number in the selected RBG subset
starts from offset (A,,,4(p)) for the smallest PRB number
within the selected RBG subset, and may be mapped into the
MSB of'the bitmap. The offset is expressed by the number of
PRBs, and is applied within the selected RBG subset. If the bit
value within the second field for shift of the resource alloca-
tion span is set to 0, offset for the RBG subset p is given by
A,(p)=0. In other case, the offset for the RBG subset p is
giVen by AShift(p):NRBRBG subset(p)_NRBTYTEl . NRBRBG subset
(p) represents the number of PRBs within the RBG subset p,
and may be obtained by the Equation 3 below.

NBE 1 NP1 [Equation 3]
{ Rfﬁ J-P+P p<{ RE JmodP
NDL -1 NDL -1
NfECsuser (py = { an P+ (NBE—ymod P+1 ,p { kB Jmod P
NDL -1 NDL -1
{ Rfﬁ J-P ,p>{ kB JmodP

Referring to FIG. 6A, in the resource allocation of the type
0, resource block allocation information includes a bitmap
indicating a resource block group (RBG) allocated to the user so
equipment. The RBG is a set of continuous PRBs. The RBG
size (P) depends on the system band as illustrated in Table 4
below.

TABLE 4 55

RBG size
®)

System band
NpzP*

=10
11-26
27-63
64-110

60

Bow o~

In a downlink system band having N,;”* PRBs, a total
number Ny of RBGs is given by Ngz=[Ngzz""/P], and 65
|Nz"/P| RBGs have a size of P. In case of Nz~ modP>0,
one of the RBGs is given by a size of N z2F—P-| N,z2%/P].

Referring to FIG. 6C, the resource block allocation infor-
mation in the resource allocation of the type 2 represents a set
of LVRBs or DVRBs continuously allocated to the scheduled
user equipment. If resource allocation is signaled by the
PDCCH DCI format 1A, 1B or 1D, a 1-bit flag indicates
whether the LVRBs or DVRBs are allocated (for example, O
represents LVRB allocation, and 1 represents DVRB alloca-
tion.). On the other hand, if resource allocation is signaled by
the PDCCH DCI format 1C, only the DVRBs are always
allocated. The type 2 resource allocation field includes a
resource indication value (RIV), which corresponds to a start
resource block RB,,,,, and length. The length represents the
number of virtual resource blocks allocated continuously.

FIG. 7A and FIG. 7B are diagrams illustrating discrete
fourier transform spread orthogonal frequency division mul-
tiple access (DFT-s-OFDMA) transmitter/receiver. A DFT-s-
OFDMA scheme is different from the OFDMA scheme in
that a plurality of data symbols (i.e., data symbol sequences)
are distributed in the frequency domain through DFT precod-
ing prior to IFFT processing. The DFT-s-OFDMA scheme is
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referred to as an SC-FDMA scheme. In this specification, the
DFT-s-OFDMA scheme and the SC-FDMA scheme will be
used together.

Referring to FIG. 7A, the DFT-s-OFDMA transmitter 700
includes a constellation mapping module 702, a serial to
parallel converter 704, an Nu-point FFT spreading module
706, a symbol-to-subcarrier mapping module 708, an Nc-
point IFFT module 710, a cyclic prefix module 712, and a
parallel to serial converter 714. These modules are illustrated
to describe the embodiment of the present invention, and the
DFT-s-OFDMA transmitter 700 may further include addi-
tional modules. Also, functions of some modules may be
united into one module. In this case, Nu is an input size of the
FFT spreading module, and corresponds to the number of
scheduled subcarriers. Also, Nc corresponds to the number of
all subcarriers existing within the system band. Accordingly,
the Nu value and DFT input and output size based on the Nu
value may be varied within the range of Nu=Nc depending on
data symbols scheduled per scheduling time.

A signal processing procedure of the DFT-s-OFDMA
transmitter 700 will be described as follows. First of all, bit
streams are modulated to data symbol sequences (702). After-
wards, the serial data symbol sequences are converted into
parallel data symbol sequences as much as Nu. The parallel
data symbol sequences of the Nu length are converted into
frequency domain sequences of the Nu length through FFT
processing of the same size (706). The FFT processing may
be performed through Nu-point DFT processing. In this
specification, FFT may be referred to as DFT. DFT process-
ing may be referred to as DFT spreading or DFT precoding.
Then, the frequency domain sequences of the Nu length are
mapped into Nu allocated subcarriers among a total of Nc
subcarriers, and the other Nc-Nu subcarriers are padded with
0 (708). The sequences mapped into the Nc subcarriers are
converted into time domain sequences of the Nc length
through Ne-point IFFT processing (710). In order to reduce
inter-symbol interference (ISI) and inter-carrier interference
(ICI), cyclic prefix is configured in such a manner that Np
samples among the time domain sequences are copied and
added to the front of the sequences (712). The generated time
domain sequences correspond to one transmission symbol
and are converted to the serial sequences through the parallel
to serial converter (714). Then, the serial sequences are trans-
mitted to the receiver through frequency up-conversion.
Available subcarriers from the other Nc-Nu subcarriers
remaining after being used by the previous user are allocated
to the other user, so that the other user transmits the allocated
data.

Referring to FIG. 7B, the receiver 720 includes a serial to
parallel converter 722, an Nc-point FFT module 724, a sub-
carrier-to-symbol mapping module 726, an Nu-point DFT
despreading module 728, a parallel to serial converter 730,
and a constellation demapping module 732. Because a signal
processing procedure of the receiver 720 is configured in
reverse order of the transmitter 700, its detailed description
may refer to the description of FIG. 7A.

In case of the LTE, the OFDMA scheme is used in a
downlink, whereas the SC-FDMA scheme is used in an
uplink. The OFDMA transmitter corresponds to the block
diagram of FIG. 7A excluding the Nu-point FFT spreading
module 706, and the OFDMA receiver corresponds to the
block diagram of FIG. 7B excluding the Nu-point DFT
despreading module 728.

Hereinafter, a method for mapping frequency domain
sequences generated by DFT precoding into subcarriers will
be described with reference to FIG. 8 and FIG. 9. In the
existing LTE, one continuous frequency resource has been
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allocated to one user equipment in the uplink. However, in
accordance with request of high speed communication and in
order to maximize use of frequency resources, the LTE-A
(since Rel-10) system allows allocation of a plurality of dis-
continuous frequency resources as well as one continuous
frequency resource to one user equipment in the uplink.

FIG. 8 is a block diagram illustrating a localized DFT-s-
OFDMA transmitter 800. FIG. 8 corresponds to a method for
resource allocation in the existing LTE.

Referring to FIG. 8, for Nu data 804, the frequency domain
sequences output from the DFT module 806 are mapped into
continuous subcarriers within the system band (808), and
then processed by Nc-point IFFT module 810. In other words,
the frequency domain sequences of the Nu length are mapped
into Nu continuous subcarriers. Because the method of FIG.
8 allows data transmission through continuous subcarriers at
a given time, scheduling flexibility may be deteriorated. For
example, if the transmitter and the receiver have good radio
channel response properties in a plurality of frequency
domains spaced apart from one another at a random time, this
method does not allow data transmission to the frequency
domains, which are spaced apart from one another, at the
same time.

FIG. 9 is a block diagram illustrating a clustered DFT-s-
OFDMA transmitter 900. FIG. 9 corresponds to a method for
resource allocation, which is additionally used in the LTE-A.
A user equipment of the LTE-A may use the method of FIG.
8 or the method of FIG. 9 based on resource allocation infor-
mation.

Referring to FIG. 9, for Nu data 904, the frequency domain
sequences output from the DFT module 906 are mapped into
the system band irregularly and discontinuously (908), and
then processed by Nec-point IFFT module 910. According to
this method of FIG. 9, the localized DFT-s-OFDMA scheme
is independently applied to the plurality of frequency
domains spaced apart from one another. For convenience,
each resource set (or frequency band) to which the localized
DFT-s-OFDMA scheme is applied will be referred to as a
cluster. The cluster includes one or more continuous subcar-
riers. Accordingly, in this method, a plurality of data symbols
which have been processed by DFT precoding are mapped
into the continuous subcarriers within M(z1) clusters spaced
apart from one another in the frequency domain. FIG. 9
illustrates three clusters. Sizes (for example, subcarriers, RB
or the number of RBGs) of the clusters may be set indepen-
dently. A PAPR value of a transmitting signal is greater than
that of the localized DFT-s-OFDMA scheme if the value of M
is greater than 1. However, if the value of M is set within a
small range, a PAPR value smaller than that of the OFDMA
scheme is ensured and at the same time scheduling flexibility
can be improved.

Embodiment

With the introduction of a method (for convenience,
referred to as UL RA type N) for discontinuous uplink
resource allocation to the LTE-A system, various methods for
efficiently signaling the UL RA type N have been discussed in
the art.

As the first method, a method for using a bitmap separately
indicating UL RB (or RBG) such as DL RA type 0 has been
suggested. According to this method, perfect the scheduling
freedom is ensured during discontinuous resource allocation.
However, if there are n RBs (or RBGs) in UL band, since RA
field of n bits is required, the amount of control information
may be increased extremely. Moreover, considering that a
size of the RA field for existing PUSCH scheduling is defined
as [ log,(Ngz " (Ngz“F+1)/2)], a new DCI format should be
defined to support this method.
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As the second method, a method for restricting a resource
region to which each cluster may be allocated while reusing
the existing continuous allocation method (RA type 2) has
been suggested. For example, if the UL band includes ten
RBGs, the first cluster may be allocated within the RBGs 0 to
4 only, and the second cluster may be allocated within the
RBGs 5 to 9 only. In this case, the size of the RA field may be
giVen by 2|’ logz(NRBGCZuster Span.(NRBGCZuster Span+l)/2)‘|
represents a size of a region to which each cluster may be
allocated, and has a size of RBG unit. According to this
method, as the size of N, “"“*"*P4" is adjusted, discontinu-
ous resource allocation may be performed using the existing
RA field. However, since the region to which each cluster may
be allocated is restricted, a problem occurs in that the sched-
uling freedom is reduced.

As described above, if a bitmap indicating a separate RB
(or RBG) is used during discontinuous uplink resource allo-
cation, the amount of control information may be increased
considerably. For this reason, a problem occurs in that the
existing DCI format cannot be reused. Also, if the existing
continuous allocation method (that is, RIV) and DCI format
are reused during discontinuous uplink resource allocation,
since the region to which the cluster may be allocated is
restricted to maintain the size of the existing DCI format, a
problem occurs in that the scheduling freedom is reduced.

Hereinafter, a method for discontinuous uplink resource
allocation, which can ensure the scheduling freedom while
not increasing the amount of information for resource alloca-
tion, will be described with reference to the drawings. In more
detail, the present invention suggests that a combinatorial
index corresponding to a plurality of resource sets allocated
discontinuously should be used. The combinatorial index
may be included in the RA field of the DCI format for PUSCH
scheduling. The combinatorial index is used to indicate that
specific combinatorial indexes are selected from all combi-
natorial indexes. For convenience, a set of specific combina-
torial indexes is expressed as {S,},_,"". In this case, M'=2M,
and M represents the number of allocated resource sets (for
example, clusters). Also, {S,, S;} corresponds to the first
resource set, and {s,, s, } corresponds to the second resource
set. In other words, {S,,, >, S,,,.1 } corresponds to the m (m=1,
2,...,M)thresource set. The correspondence relation may be
defined differently. A method for resource allocation based on
combinatorial indexes will later be described in more detail.

First of all, a total number of RBs corresponding to all UL
system bandwidths or UL bandwidths available for resource
allocation will be defined as N,;“*. For convenience,
although RBG is used as a minimum granularity for resource
allocation in this embodiment, this is only exemplary and
may be defined differently. If the number of RBs constituting
RBGis P (P=1,2, ...), atotal of N5.“" RBGs for resource
allocation may be defined for a total of Nzz“* RBs. In more
detail, Ngz;"* may be given by [Nyz“*/P] (or, ceiling
(Nz"/P)). In this case, [x] or ceiling(x) represents a mini-
mum integer greater than or equal to x. In the mean time,
N,.ze-F may be given by [N, .Y%/P| (or floor (N ,“%/P)) or
round (N;“*/P) depending on definition and size of the
resource allocation field. In this case, |x| or floor(x) repre-
sents a maximum integer smaller than or equal to x. Also,
round(x) means round-off for x.

Furthermore, the number of resource sets (for example,
RBG clusters) discontinuously allocated to the user equip-
ment is defined as M (M=2, 3, .. .). In this case, M may be set
to all the user equipments equally (that is, cell-specifically),
or may be set independently per user equipment (that is,
UE-specifically). Preferably, M=2 may be fixed to all the user
equipments.
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FIG. 10 is a diagram illustrating an example of RBG index-
ing based RBG map for resource allocation. In FIG. 10, it is
assumed that the UL band includes twenty RBs (N,;“=20).
In this case, referring to Table 4, the RBG includes two RBs.
In this respect, RB #1~#20 is grouped into RBG #1~#10.
Hereinafter, the RBG is used as the basic UL resource allo-
cation unit. Although FIG. 10 illustrates that RB indexes and
RBG indexes start from 1, they may be defined such that they
start from 0.

Method 1: Indication of Combination of RBG Indexes by
Combinatorial Indexes

This method illustrates a method for allocating a plurality
of discontinuous uplink resource sets (for example, RBG
clusters) based on RBG indexing. For convenience, a starting
RBG index and an ending RBG index of the RBG clusters
allocated to the user equipment will be referred to as S and E,
respectively. A starting RBG index and an ending RBG index
of'the mth RBG set will be referred to as S,, and E,,, respec-
tively. For convenience, a case where two RBG clusters are
allocated will be described. In this case, combinatorial
indexes may be used to indicate {S,},_ "' (M'=4).

For resource allocation, {s,, s;}={S;, E;} and {s,,
$5+=1S,, E, } may be defined similarly. However, considering
that the RBG cluster includes one RBG, the combinatorial
indexes should indicate combination of s;=s, and/or s,=s;. In
this case, since the number of all combinations is increased by
repeated selection, much more control information may be
required. Accordingly, in order to avoid repeated selection,
restriction of s,<s,, ; may be considered. However, if restric-
tion of s,<s,,; is considered, a problem occurs in that a
resource set configured by one RBG cannot be allocated.

Accordingly, the following methods may be considered.

Method 1-1: {s,, s; }={S,, B,+1}, {s,, 85}={S,, E,+1}

Method 1-2: {sg, s;}={S;-1, B, }, {s5, 83}={S,~-1, E,}

According to the method 1-1, the RBG index of the allo-
cated resource set is given by {S,,, E,.}={85,.2, Sam1—1}
(m=1, 2, ..., M). Similarly, according to the method 1-2, the
RBG index of the allocated resource set is given by {S,,
B} ={82m-2*1, S2p1 }-

Hereinafter, the methods 1-1 and 1-2 will be described in
more detail with reference to the drawings.

Method 1-1: Indication of Starting/Ending-Rear RBG of
RBG Cluster

FIG. 11 is a diagram illustrating a method for resource
allocation according to the method 1-1.

Referring to FIG. 11, this method is based on RBG index-
ing,and {S, ,E_+1} (that s, starting RBG index and ending-
rear RBG index) is notified to each of M RBG clusters, which
are allocated to the user equipment, among a total of Ny
RBGs. As described above, the combinatorial index included
in the DCI format for PUSCH scheduling indicates {s,},_;*""
(M'=2M), and the user equipment may identify {S,, E,.}
from the relation of {s.,, 5, Sap1 }=1Sm Emt+1}

In case of this method, in order that the ending RBG of the
RBG cluster may be allocated to the last RBG index, a virtual
RBG may additionally be defined at the rear (high RBG index
direction) of the last RBG index as illustrated in FIG. 11. In
this case, in case of the virtual RBG, actual resource alloca-
tion cannot be performed and is used for indexing only.

In this method, 2M (=M") indexes for allocation of M RBG
clusters may be encoded to different bits or encoded to dif-
ferent bits per cluster, or may be joint-encoded together with
all the indexes of all the clusters to reduce the number of bits
required for resource allocation. Also, as described above, in
this method, 2M(=M") indexes for identifying M RBG clus-
ters may be selected in case of only combination having no
repetition. For convenience, if N=N ., a total number of
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RBG indexes become N+1 including a virtual RBG. Accord-
ingly, in this method, the number of bits required for resource
allocation becomes ceiling (10g,(y,;Csa,)- In more detail,
when N+1 RBG indexes from 1 to N+1 are defined in this
method, a combinatorial index r for signaling resource allo-
cation of M RBG clusters may be expressed as follows.

[Equation 4]

H@

ifx<y

In this case, {s},_.s™" (l=s,=N+1, s;<s,,,) means
M'(=2M) RBG indexes subjected to sorting.

represents

x(x—l)...(x—y+1)_ x!

yy-D..l T a-phyt

In another method, when N+1 RBG indexes from O to N are
defined, the combinatorial index r for signaling resource allo-
cation of M RBG clusters may be expressed as follows.

/-1 [Equation 5]

)

)efl) e

In this {s,},_o™""(0=s,=N, s,<s,,,) means M'(=2M) RBG
indexes subjected to sorting.

ifx<y

represents

xx -1 (x—y+1)
yy-1...1

In the Equations 4 and 5, N may be given by the following
Equation.

[Npa%e/Pl+1 [Equation 6]

In this case, N,;"" represents the number of resource
blocks of the uplink band. P represents the number of
resource blocks constituting RBG. [ | represents a ceiling
function.
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Table 5 illustrates RBG size (P) depending on the system
band.

TABLE 5

RBG size
®)

System band
Nz

=10
11-26
27-63
64-110

Bowro o~

Additionally, in this method, {E,+1}={s,,_ ,;} may be
interpreted as a starting RBG index of a non-allocation RBG
region adjacent to the rear of the mth RBG cluster.

Method 1-2) Indication of Starting-Front/Ending RBG of
RBG Cluster

FIG. 12 is a diagram illustrating a method for resource
allocation according to the method 1-2.

Referring to FIG. 12, this method is based on RBG index-
ing, and {S, -1, E,} (that is, starting-front RBG index and
ending RBG index) is notified to each of M RBG clusters,
which are allocated to the user equipment, among a total of
Nzsc RBGs. As described above, the combinatorial index
included in the DCI format for PUSCH scheduling indicates
{s;},=s™"" (M'=2M), and the user equipment may identify
1S, E,,} from the relation of {s,,, », $5,,.1}={S,,—1, E,.}.

In case of this method, in order that the ending RBG of the
RBG cluster may be allocated to the last RBG index, a virtual
RBG may additionally be defined at the front (low RBG index
direction) of the first RBG index as illustrated in FIG. 12. In
this case, in case of the virtual RBG, actual resource alloca-
tion cannot be performed and is used for indexing only.

In this method, 2M (=M") indexes for allocation of M RBG
clusters may be encoded to different bits or encoded to dif-
ferent bits per cluster, or may be joint-encoded together with
all the indexes of all the clusters to reduce the number of bits
required for resource allocation. Also, as described above, in
this method, 2M(=M") indexes for identifying M RBG clus-
ters may be selected in case of only combination having no
repetition. For convenience, if N=N ., a total number of
RBG indexes become N+1 including a virtual RBG. Accord-
ingly, in this method, the number of bits required for resource
allocation becomes ceiling (log, (1 Cosp)

When N+1 RBG indexes from 1 to N+1 are defined in this
method, a combinatorial index r for signaling resource allo-
cation of M RBG clusters may be expressed as given by the
Equation 4. Also, when N+1 RBG indexes from O to N are
defined, the combinatorial index r for signaling resource allo-
cation of M RBG clusters may be expressed as given by the
Equation 5.

Additionally, in this method, {S,-1}={s,, .} may be
interpreted as an ending RBG index of a non-allocation RBG
region adjacent to the front of the mth RBG cluster.

Method 2: Indication of Combination of RBG Borders by
Combinatorial Index

This method illustrates a method for allocating a plurality
of discontinuous uplink resource sets (for example, RBG
clusters) based on RBG border indexing. For convenience, a
starting RBG border index and an ending RBG border index
of the RBG clusters allocated to the user equipment will be
referred to as SB and EB, respectively. A starting RBG border
index and an ending RBG border index of the mth RBG set
will be referred to as SB,, and EB,,,, respectively. For conve-
nience, a case where two RBG clusters are allocated will be
described. In this case, combinatorial indexes may be used to
indicate {s,},_s""'(M'=4).
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FIGS. 13A and 13B are diagrams illustrating a method for
resource allocation according to the method 2.

Referring to FIGS. 13A and 13B, this method is based on
RBG borderindexing, and {SB, , EB, } (that s, starting RBG
border index and ending RBG border index) is notified to
each of M RBG clusters, which are allocated to the user
equipment, among atotal of Nz - RBGs. As described above,
the combinatorial index included in the DCI format for
PUSCH scheduling indicates {s,},_™"" (M'=2M), and the
user equipment may identify {SB,,, EB,,} from the relation of
{82m-2) 8201} =1SB,.,, EB,,.}.

In this method, 2M (=M') indexes for allocation of M RBG
clusters may be encoded to different bits or encoded to dif-
ferent bits per cluster, or may be joint-encoded together with
all the indexes of all the clusters to reduce the number of bits
required for resource allocation. Also, as described above, in
this method, 2M(=M") indexes for identitying M RBG clus-
ters may be selected in case of only combination having no
repetition. For convenience, if N=N.., a total number of
RBG indexes become N+1. Accordingly, in this method, the
number of bits required for resource allocation becomes ceil-
ing (log,(vu1Cand)-

When N+1 RBG indexes from 1 to N+1 are defined in this
method, a combinatorial index r for signaling resource allo-
cation of M RBG clusters may be expressed as follows.

[Equation 7]
x

X ( ] if xzy

NN
0 ifx<y

In this case, {s,}, ;""" (lss=N+l, s<s,,) means
M'(=2M) RBG border indexes subjected to sorting.

represents

xx -1 (x—y+1)
yy-1...1

In another method, when N+1 RBG indexes from O to N are
defined, the combinatorial index r for signaling resource allo-
cation of M RBG clusters may be expressed as follows.

[Equation 8]
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In this case, {s,},_s™" (0=s,2N, 5,<s,, ), means M'(=2M)
RBG border indexes subjected to sorting.

represents

xx—-1) ... x—y+1)
yy-1...1

In case of the method 2, RBG border indexing not the RBG
indexing is used, whereas definition of additional virtual
RBG is not required unlike the method 1.

FIG. 14 is a diagram illustrating an example of uplink
transmission according to the embodiment of the present
invention.

Referring to FIG. 14, the user equipment receives resource
allocation information including combinatorial indexes from
a network node (for example, base station or relay) (S1402).
A field for resource allocation information is included in the
DCI, and may be received through a downlink control chan-
nel (for example, PDCCH). If a PDCCH having a DCI format
for PUSCH scheduling is detected from a subframe n, the user
equipment performs a process for PUSCH transmission
based on PDCCH information at the subframe n+4. To this
end, the user equipment interprets resource allocation infor-
mation. In more detail, the user equipment acquires
{s,},_™" corresponding to the combinatorial index (S1404),
and identifies a resource set corresponding to the acquired
one (S1404). Afterwards, the user equipment maps an uplink
signal into a plurality of continuous resource sets (for
example, RBG clusters) corresponding to {s,},_,™"* (S1406).
The relation between {s,},_;*"" and the resource set accord-
ing to the methods 1-1/1-2/2 is illustrated in FIG. 14 under the
assumption that two RBG clusters are allocated. The uplink
signal includes uplink-shared channel (UL-SCH) data and/or
control information. Finally, the user equipment performs
uplink transmission by using the resource set allocated from
the network node (for example, base station or relay) (S1408).
The uplink transmission may be performed through an uplink
shared channel (for example, PUSCH).

FIG. 15 illustrates an example of resource allocation infor-
mation according to the embodiment of the present invention.
In this example, it is assumed that the number of RBGs is 9
and two resource sets (for example, RBG clusters) are allo-
cated. Each of the resource sets is configured by continuous
resources (for example, RBG).

Referring to FIG. 15, if a combinatorial index r within the
resource allocation information indicates 117, since r=70+
35+10+2=117, {s4, S, S5, $51=1{2,3,5,8} pp is obtained.
According to the aforementioned method 1-1, since {S,,,
B, }={Som-2 Somi=1} {Sy Ei}={s0. 8,-1}={2.2}z55 and
1S,, Bo}={s,, s3-11={5,7} xz are obtained. Accordingly,
RBG#2 and RBG #5~7 are used to transmit the uplink signal.

Although not illustrated, if the method 1-2 and the method
2 are used, the methods are used as follows to transmit the
uplink signal.

Method 1-2: {S,,,, B,.}={80,5+1, S5,01 }=>{S1, B }={so+

L, 5,}={3.3} rpc{S2 Ba}={s,+ 1. 53}={6.8} z56
=>RBG #3 and RBG #6~8 are used to transmit the uplink
signal.
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Method 2: {SB,, EB,}={ss,.2 S3m11={S,, E.}=
{800t ], 80,1 }=>{S1, B }={s0+1, 5,133} rp618s,
By}={s,+1,85}={6.8} 256

=>RBG #3 and RBG #6-8 are used to transmit the uplink
signal.

The aforementioned description has been made based on
discontinuous uplink resource allocation. The LTE-A system
may support both continuous uplink resource allocation and
discontinuous uplink resource allocation. These two resource
allocation methods may be signaled through the same DCI
format. In this case, a resource allocation type, which is
actually used, may be identified using a flag bit. For example,
in the same manner as the DL RA type 0/1, a flag of 1 bit is
applied to RA header of the DCI format for PUSCH sched-
uling, and then continuous resource allocation and discon-
tinuous resource allocation may be signaled selectively
through the flag of 1 bit.

FIG. 16 is a diagram illustrating a base station and a user
equipment, which may be applied to one embodiment of the
present invention. The block diagram of the base station-user
equipment may be replaced with a block diagram of base
station-relay or relay-user equipment.

Referring to FIG. 16, a wireless communication system
includes a base station (BS) 110 and a user equipment (UE)
120. The base station 110 includes a processor 112, a memory
114, and a radio frequency (RF) unit 116. The processor 112
may be configured to implement the procedures and/or the
methods suggested in the present invention. The memory 114
is connected with the processor 112 and stores various kinds
of information related to the operation of the processor 112.
The RF unit 116 is connected with the processor 112 and
transmits and/or receives a radio signal. The user equipment
120 includes a processor 122, a memory 124, and a radio
frequency (RF) unit 126. The processor 122 may be config-
ured to implement the procedures and/or the methods sug-
gested in the present invention. The memory 124 is connected
with the processor 122 and stores various kinds of informa-
tion related to the operation of the processor 122. The RF unit
126 is connected with the processor 122 and transmits and/or
receives a radio signal. The base station 110 and/or the user
equipment 120 may have a single antenna or multiple anten-
nas.

The aforementioned embodiments are achieved by combi-
nation of structural elements and features of the present
invention in a predetermined type. Each of the structural
elements or features should be considered selectively unless
specified separately. Each of the structural elements or fea-
tures may be carried out without being combined with other
structural elements or features. Also, some structural ele-
ments and/or features may be combined with one another to
constitute the embodiments of the present invention. The
order of operations described in the embodiments of the
present invention may be changed. Some structural elements
or features of one embodiment may be included in another
embodiment, or may be replaced with corresponding struc-
tural elements or features of another embodiment. Moreover,
it will be apparent that some claims referring to specific
claims may be combined with another claims referring to the
other claims other than the specific claims to constitute the
embodiment or add new claims by means of amendment after
the application is filed.

The embodiments of the present invention have been
described based on the data transmission and reception
between the base station and the user equipment. A specific
operation which has been described as being performed by
the base station may be performed by an upper node of the
base station as the case may be. In other words, it will be
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apparent that various operations performed for communica-
tion with the user equipment in the network which includes a
plurality of network nodes along with the base station may be
performed by the base station or network nodes other than the
base station. The base station may be replaced with terms
such as a fixed station, Node B, eNode B (eNB), and access
point. Also, the user equipment may be replaced with terms
such as mobile station (MS) and mobile subscriber station
(MSS).

The embodiments according to the present invention may
be implemented by various means, for example, hardware,
firmware, software, or their combination. If the embodiment
according to the present invention is implemented by hard-
ware, the embodiment of the present invention may be imple-
mented by one or more application specific integrated circuits
(ASICs), digital signal processors (DSPs), digital signal pro-
cessing devices (DSPDs), programmable logic devices
(PLDs), field programmable gate arrays (FPGAs), proces-
sors, controllers, microcontrollers, microprocessors, etc.

If the embodiment according to the present invention is
implemented by firmware or software, the embodiment ofthe
present invention may be implemented by a type of a module,
a procedure, or a function, which performs functions or
operations described as above. A software code may be stored
in a memory unit and then may be driven by a processor. The
memory unit may be located inside or outside the processor to
transmit and receive data to and from the processor through
various means which are well known.

It will be apparent to those skilled in the art that the present
invention may be embodied in other specific forms without
departing from the spirit and essential characteristics of the
invention. Thus, the above embodiments are to be considered
in all respects as illustrative and not restrictive. The scope of
the invention should be determined by reasonable interpreta-
tion of the appended claims and all change which comes
within the equivalent scope of the invention are included in
the scope of the invention.

Industrial Applicability
The present invention can be used for a wireless commu-
nication device such as a user equipment, a relay and a base
station.
The invention claimed is:
1. A method for a communication apparatus to transmit an
uplink signal in a wireless communication system, the
method comprising:
receiving, by the communication apparatus, a control
channel signal including resource allocation informa-
tion for two or more non-consecutive resource block
sets, each resource block set of the two or more non-
consecutive resource block sets including a single
resource block group (RBG) or at least two consecutive
RBGs;

generating, by the communication apparatus, the uplink
signal by mapping data to the two or more non-consecu-
tive resource block sets; and

transmitting, by the communication apparatus, the gener-

ated uplink signal in accordance with the resource allo-
cation information for data transmission,

wherein the resource allocation information uses a combi-

natorial index corresponding to at least four RBG indi-
ces: sq, Sy, S, and s; to indicate the two or more non-
consecutive resource block sets,
wherein s, and s, -1 indicate a starting RBG and an ending
RBG, respectively, of a first resource block set of the two
or more non-consecutive resource block sets, and

wherein s, and s;—1 indicate a starting RBG and an ending
RBG, respectively, of a second resource block set of the
two or more non-consecutive resource block sets.
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2. The method of claim 1, wherein the control channel
signal is a physical downlink control channel (PDCCH) sig-
nal, and the uplink signal is a physical uplink shared channel
(PUSCH) signal.

3. The method of claim 1, wherein the combinatorial index
is an index r per the following Equation:

M -1

=D L)

i=0

X
X ( ]ifxzy
L=t

0 ifx<y,

where, M' is 4, N is the number of RBGs+1, {s,},_ /"'
satisfies 1=s,<N and s,<s,,,, and

represents

xx—-1) ... x—y+1)
yy-1...1

4. The method of claim 1, wherein the N is given by the
following Equation:

[Npa%e/Pl+1

where N, ;% represents the number of resource blocks of

an uplink band, P represents the number of resource
blocks constituting an RBG, and [ | represents a ceiling
function.

5. A communication apparatus configured for use in a
wireless communication system, the communication appara-
tus comprising:

a radio frequency (RF) unit;

a memory; and

a processor coupled to the RF unit and the memory, the

processor is configured to:

receive a control channel signal including resource alloca-

tion information for two or more non-consecutive

resource block sets, each resource block set of the two or

more non-consecutive resource block sets including a
single resource block group (RBG) or at least two con-
secutive RBGs, and

generate an uplink signal by mapping data to the two or

more non-consecutive resource block sets, and
transmit the generated uplink signal in accordance with the
resource allocation information for data transmission,
wherein the resource allocation information uses a combi-
natorial index corresponding to at least four RBG indi-
ces: s, Sy, S, and s; to indicate the two or more non-
consecutive resource block sets,

wherein s, and s, -1 indicate a starting RBG and an ending

RBG, respectively, of a first resource block set of the two
or more non-consecutive resource block sets, and

wherein s, and s;—1 indicate a starting RBG and an ending
RBG, respectively, of a second resource block set of the
two or more non-consecutive resource block sets.

w
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6. The communication apparatus of claim 5, wherein the
control channel signal is a physical downlink control channel
(PDCCH) signal, and the uplink signal is a physical uplink
shared channel (PUSCH) signal.

7. The communication apparatus of claim 5, wherein the
combinatorial index is an index r per the following Equation:

M -1

=l i)

i=0

X
X ( ]ifxzy
L=t

0 ifx<y,

where, M' is 4, N is the number of RBGs+1, {s,},_;*"!
satisfies 1=s,<N and s,<s,,,, and

represents

xx—-1) ... x—y+1)
yy-1...1

8. The communication apparatus of claim 5, wherein the N
is given by the following Equation:

[Nra%e/Pl+1

where N, %" represents the number of resource blocks of
an uplink band, P represents the number of resource
blocks constituting an RBG, and [ ] represents a ceiling
function.
9. A method for a communication apparatus to receive an
uplink signal in a wireless communication system, the
method comprising:
transmitting, by the communication apparatus, a control
channel signal including resource allocation informa-
tion for two or more non-consecutive resource block
sets, each resource block set of the two or more non-
consecutive resource block sets including a single
resource block group (RBG) or at least two consecutive
RBGs;

receiving, by the communication apparatus, the uplink sig-
nal in accordance with the resource allocation informa-
tion for data reception; and

processing, by the communication apparatus, the received

uplink signal by de-mapping data from the two or more
non-consecutive resource block sets,

wherein the resource allocation information uses a combi-

natorial index corresponding to at least four RBG indi-
ces: sq, Sy, S, and s; to indicate the two or more non-
consecutive resource block sets,

wherein s, and s, -1 indicate a starting RBG and an ending

RBG, respectively, of a first resource block set of the two
or more non-consecutive resource block sets, and

wherein s, and s;—1 indicate a starting RBG and an ending
RBG, respectively, of a second resource block set of the
two or more non-consecutive resource block sets.
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10. The method of claim 9, wherein the control channel
signal is a physical downlink control channel (PDCCH) sig-
nal, and the uplink signal is a physical uplink shared channel
(PUSCH) signal.

11. The method of claim 9, wherein the combinatorial
index is an index r per the following Equation:

ifxzy

if x<y,

where, M' is 4, N is the number of RBGs+1, {s,},_;*~"
satisfies 1=s,<N and s,<s,,,, and

represents

xx—-1) ... x—y+1)
yy-1...1

12. The method of claim 9, wherein the N is given by the
following Equation:

[NrgPZ/P1+1

where N, ;% represents the number of resource blocks of
an uplink band, P represents the number of resource
blocks constituting an RBG, and [ | represents a ceiling
function.

13. A communication apparatus configured for use in a
wireless communication system, the communication appara-
tus comprising:

a radio frequency (RF) unit;

a memory; and

a processor coupled to the RF unit and the memory, the

processor is configured to:

transmit a control channel signal including resource allo-

cation information for two or more non-consecutive
resource block sets, each resource block set of the two or
more non-consecutive resource block sets including a
single resource block group (RBG) or at least two con-
secutive RBGs,

receive an uplink signal in accordance with the resource

allocation information for data reception, and
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process the received uplink signal by de-mapping data
from the two or more non-consecutive resource block
sets,

wherein the resource allocation information uses a combi-

natorial index corresponding to at least four RBG indi-
ces: sq, Sy, S, and s; to indicate the two or more non-
consecutive resource block sets,
wherein s, and s, -1 indicate a starting RBG and an ending
RBG, respectively, of a first resource block set of the two
or more non-consecutive resource block sets, and

wherein s, and s;—1 indicate a starting RBG and an ending
RBG, respectively, of a second resource block set of the
two or more non-consecutive resource block sets.

14. The communication apparatus of claim 13, wherein the
control channel signal is a physical downlink control channel
(PDCCH) signal, and the uplink signal is a physical uplink
shared channel (PUSCH) signal.

15. The communication apparatus of claim 13, wherein the
combinatorial index is an index r per the following Equation:

where, M' is 4, N is the number of RBGs+1, {s,},_;*"!

satisfies 1=s,<N and s,<s, |, and

represents

xx—-1) ... x—y+1)
yy-1...1

16. The communication apparatus of claim 13, wherein the
N is given by the following Equation:

[NgpPZ/P1+1

where N,,;“" represents the number of resource blocks of
an uplink band, P represents the number of resource
blocks constituting an RBG, and [ ] represents a ceiling
function.



